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750 N. Greenfield Pkwy, Garner, NC 27529
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DIVISION 2 PITT COUNTY GREENVILLE
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Type I Pushbutton Post
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TEMPORARY DESIGN 3 - TMP PHASE 3

NCDOT STD: S30H2

METAL POLE #1

NONE

    details.

    reference only. See sheets P1-P3 for pushbutton location

13. Pedestrian pedestals are conceptual and shown for

12. Install black powder coated pedestals.

    System Address Number:   53

11. Intersection Zone Number: 11

    shall supersede these values. 

    operation only.  Coordinated signal system timing values

10. Maximum times shown in timing chart are for free-run

    "Don’t Walk" time only.

9.  Program pedestrian heads to countdown the flashing

    pedestrian calls.

8.  Omit "WALK" and flashing "DON’T WALK" with no

7.  Set all detector units to presence mode.

6.  Relabel existing head 24 as 22.

    51, 52, 61, 63, 81, and 83.

5.  Reposition existing signals 11, 21, 22, 31, 41, 43

4.  Phase 3 and/or phase 7 may be lagged. 

3.  Phase 1 and/or phase 5 may be lagged.

    operation unless otherwise directed by the Engineer. 

2.  Do not program signal for late night flashing

    and Structures" dated January 2012.

    January 2012 and "Standard Specifications for Roads

1.  Refer to "Roadway Standard Drawings NCDOT" dated
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